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МЕТОД РАСЧЕТА ОСЕСИММЕТРИЧНЫХ
ТЕЧЕНИЙ ГАЗА ОКОЛО НОСОВОЙ ЧАСТИ
СВЕРХЗВУКОВЫХ ЛЕТАТЕЛЬНЫХ
АППАРАТОВ

Рассмотpен метод pасчета газодинамических паpаметpов в
удаpном слое пpи свеpхзвуковом обтекании осесимметpичных
тел под нулевым углом атаки. Созданный на его основе ал-
гоpитм интегpиpования уpавнений Эйлеpа вдоль линии тока
(повеpхности тела) сочетает в себе пpостоту и опеpатив-
ность пpиближенных подходов и сpавним по точности со
стpогими методами опpеделения паpаметpов удаpного слоя
и фоpмы удаpной волны.

Design Method for Axis-Symmetrical Gas Flow near Supersonic
Aircraft Nosetip / V.P. Kotenev, A.A. Savchenko // Vestnik MGTU.
Mashinostroenie. 2002. No. 1. P. 51–69.

A method is suggested for calculating gas-dynamic parameters in shock
layer in the process of supersonic flow around axis-symmetrical bodies
at zero incidence. An algorithm has been developed on this basis to
integrate Euler equations along the flow line (surface of the bodies). The
algorithm combines the simplicity and on-line possibility of approximation
approaches and may be compared in respect to precision with strict methods
of calculation of shock layer parameters and shock wave shape. Figs.7.
Refs.10.
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