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ОПРЕДЕЛЕНИЕ ЧАСТОТ И ФОРМ СВОБОДНЫХ
КОЛЕБАНИЙ ПРЕДВАРИТЕЛЬНО
НАГРУЖЕННОГО РЕЗИНОКОРДНОГО ШЛАНГА
(ТРУБОПРОВОДА), НАХОДЯЩЕГОСЯ В ПОТОКЕ
ГАЗА ИЛИ ЖИДКОСТИ

Изложен алгоритм определения собственных значений и соб-
ственных векторов резинокордного шланга, находящегося в
потоке воздуха или жидкости. Из-за аэрогидродинамических
сил, действующих на шланг, перемещения точек осевой линии
шланга и углы поворота связанных осей являются большими,
поэтому равновесное состояние шланга описано нелинейны-
ми уравнениями. Приведены уравнения малых свободных ко-
лебаний трубопровода, с учетом статического напряженно-
деформированного состояния. Точным численным методом
определены собственные значения и собственные векторы.

Frequency and modes of free oscillation of loaded hose (pipe-line
gas or liquid stream / A.M. Naumov, O.N. Tikhonova // Vestnik MGTU.
Mashinostroenie. 2000. No. 3. P. 91–101.

Algorithm for estimation of eigenvalues and eigenvectors of the rubber-
cord hose being under action of gas or liquid is presented. Displacements of
the hose axial line points and the turn angles of coupled axes are large due to
aero-hydrodynamic forces acting on the hose, hence the hose equilibrium is
described by nonlinear equations. Equations of small free oscillation of the
pipeline are given with allowance for a static stress-strain state. Eigenvalues
and eigenvectors are determined by a precise numerical method. Figs.4.
Refs.6.
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