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ОЦЕНКА МАСШТАБНЫХ ФАКТОРОВ
ПРИ МОДЕЛИРОВАНИИ ТЕПЛОВЫХ
РЕЖИМОВ ОГНЕСТОЙКИХ
КОМПОЗИЦИОННЫХ МАТЕРИАЛОВ

Рассмотрены вопросы выбора размеров образцов из компо-
зиционных огнезащитных материалов при тепловых испы-
таниях. Для стадии нагрева до температуры термической
деструкции получена формула, позволяющая оценить зону
термического влияния границ и таким образом обоснованно
выбрать размеры образца и область измерений, свободную
от искажений температурного поля. Для стадии нагрева,
сопровождающейся разложением связующего и горением га-
зообразных продуктов деструкции, экспериментально опре-
делены размеры образца, при которых влиянием размера на
протекающие процессы можно пренебречь.

Estimating scale factors at simulating thermal conditions for fire-
resistant composite materials / Tovstonog A.V., Eliseev V.N. Vestnik
MGTU. Machinostroenie. 1998. No. 3. P. 78–86.

Problems to select dimensions for a specimen of fire-resistant composite
materials at thermal tests, are discussed. A relationship for the stage of
the heating up to the thermal destruction, is found. It allows to estimate
a zone of thermal boundary influence. Thus, specimen dimensions and
measurement range free of temperature field distortion, can be reasonably
set. For the heating stage accompanied by binder decomposition and
combustion of gaseous destruction products, the specimen dimensions are
experimentally found. These dimensions allow to neglect their influence
on carrying processes. Figs.2. Refs.5.
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