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ВЛИЯНИЕ ПОТОКА ЖИДКОСТИ
НА ДИНАМИЧЕСКУЮ УСТОЙЧИВОСТЬ
СЖАТО-СКРУЧЕННОГО ПРЯМОЛИНЕЙНОГО
СТЕРЖНЯ

Приведен численный метод определения собственных значе-
ний неконсервативной задачи малых колебаний прямолиней-
ного пустотелого стержня (трубопровода) с учетом его
скручивания, заполненного потоком идеальной несжимае-
мой жидкости. Предложен алгоритм численного определе-
ния комплексных собственных значений и собственных век-
торов, зависящих от скорости потока жидкости и крутя-
щего момента. Определены критические скорости потока,
при которых происходит динамическая потеря устойчиво-
сти.

Fluid Flow Impact on Dynamic Stability of the Straight Rod Under
Compression and Torsion Conditions / L.G. Rezazade, V.A. Svetlitsky

A numerical procedure is presented to calculate eigen values of non-
conservative problem of slight vibrations of the straight hollow rod (pipe),
filled with the ideal incompressible fluid flow, with allowance for its torsion.
An algorithm is proposed for numerical determination of complex eigen
values and eigen vectors, depending on the fluid velocity and torque.
Critical fluid velocities are determined at which the dynamic stability is
lost. Figs.5. Refs.6.
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